Test Lab Report Template

Each test lab is requested to complete the following template for incorporation into the MM final report. The template includes specific details regarding the test environment, display specification and calibration, test procedure and test results. Please keep to the format of the template as this will allow for consistency in reporting of subjective testing in the final report.

Test Name (CRC/Nortel, CIF, C12)

Display

Display Manufacturer
Viewsonic

Display Model
STATION 1: VX922 s/n: PXU070554972

STATION 2: VX922 s/n: PXU070554979

STATION 3: VX922 s/n: PXU070554973

Display Screen Size
19”

Display Resolution
1280 x 1024

Display Scanning Rate
60

Display Pixel Pitch
0.2944 mm

Display Response Time (Black-White)
2ms

Display Colour Temperature
6500K

Display Bit Depth
32bit color

Display Type (Standalone / Laptop)
Standalone

Display Label (TCO stamp)
TCO 99

Display Calibration

Calibration Tool
Eye-One Display2

Luminance Value (video display window peak white)
STATION 1: 119.8 cd/m2

STATION 2: 119.9 cd/m2

STATION 3: 118.6 cd/m2

Luminance Value (background display region)
STATION 1: 15.8 lux

STATION 2: 14.9 lux

STATION 3: 14.6 lux

Brightness Value
STATION 1: 40% of maximum

STATION 2: 35% of maximum

STATION 3: 30% of maximum

Contrast Value
STATION 1: 100%

STATION 2: 100%

STATION 3: 100%

Gamma Value
ALL STATIONS: 2.3

Test Computer

Computer Manufacturer
ALL STATIONS : Generic 

Model
STATION 1:  Asus P5N32-SLI Deluxe

STATION 2:  Asus P5WDG2 WS

STATION 3:  Asus P5WDG2 WS

Processor
STATION 1:  Intel pentium-D 840 3.2GHz

STATION 2:  Intel CORE2 E6400 2.13GHz

STATION 3:  Intel CORE2 E6400 2.13GHz

SDRAM
STATION 1:  4GB PC4200 DDR2

STATION 2:  2GB PC2-5400 DDR2

STATION 3:  2GB PC2-5400 DDR2

HDD
STATION 1: WD Raptor 74GB 10K (x4 Raid 0)

STATION 2: WD Raptor 150GB 10K (x3 Raid 0)

STATION 3: WD Raptor 150GB 10K (x3 Raid 0)

Connection to Display
ALL STATIONS: DVI-D

Graphics card
STATION 1: Asus Radeon X850-XT 256MB pci-e

STATION 2: Asus Radeon X1650 256MB pci-e

STATION 3: Asus Radeon X1650 256MB pci-e

Test Environment and Procedure

Viewing Distance
7H  (58.8cm)

Viewing Angle
0 degrees (perpendicular)

Visual Acuity Test Method
Good-Lite Near Vision Chart

Colour Vision Test Method
Ishihara

Room illumination (ambient light level [lux])
STATION 1: 2.5 lux

STATION 2: 3.2 lux

STATION 3: 2.2 lux

Background luminance of wall behind the monitor
STATION 1: 21.0 lux

STATION 2: 21.8 lux

STATION 3: 20.3 lux

